
1410

Radiant
Maximum Heat  .  .  .  .  .  .  .  .  .  .  . 30,000 BTU/hr
Test fuel load .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 5.15 lbs
Particulate Emission .  .  .  .  .  .  .  .  .  .  3.3 grm/hr
Log size  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 12” 
Max. Area Heated  .  .  .  .  .  .  .  .  .  .  .  .  . 1000 ft2

Firebox Dimensions  .  .  .  .  .  .  .  . 12¼” W x 10¾” D
Firebox volume/capacity   .  .  .  .  .  .  .  .  .  . 0.736 ft3

Outside air supply  .  .  .  .  .  .  .  .  .  .  Not Available

Gross Weight  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 215 Lbs

Efficiency rating (as measured by LHV)   .  .  .  .  . 75%+

Basic Clearance (using single wall pipe top vent)
Stove to side wall   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 20”
Stove to rear wall   .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 16”
Stove to corner  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 14”

Morsø 1400-series A steady beating heart. The Morsø 1400 is the quintessence of a charming stove. It represents what was the heart of many a home, what we know 
and remember from our childhood. The combustion technology of these classic stoves have since then been further developed and improved so that harmful particles 
and surplus gasses are burnt off. That’s why, today, the stoves fulfil the strictest environmental requirements and also bear the Nordic Swan Eco-label. We have also 
fitted the stove with a glass door, so you can see in to the flames. But not everything has changed, since, despite all the new technology, we have chosen to leave the 
small details be, so Morsø’s characteristic squirrel can still be found on the sides. 

The 1410 is a classic radiant stove decorated with the squirrel motif on the sides. The 1410 is also available as an Anthracite Coal burning model.
The 1440 is a convection stove with squirrel motif.

For all clearance options download installation manual from www.morsona.com

1400-series


