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Radiant
Maximum Heat . . . . . . . . . . . . . . . 38,000 BTU/hr
Test fuel load . . . . . . . . . . . . . . . . . . . . 7.28 lbs
Particulate Emission . . . . . . . . . . . . . . 3.8 grm/hr
Log size . . . . . . . . . . . . . . . . . . . . . . . . . 16.5” 
Max. Area Heated . . . . . . . . . . . . . . . . . . 1300 ft2

Firebox Dimensions  .  .  .  .  .  .  .  .  .  .  .  .  .17½” W x 9” D
Firebox volume/capacity . . . . . . . . . . . . . . . 1.04 ft3

Outside air supply   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  Available

Gross Weight  . . . . . . . . . . . . . . . . . . . . 309 Lbs

Efficiency rating (as measured by LHV)   .  .  .  .  . 75%+
Mobile home approved . . . . . . . . . . . . . . . . . Yes
Washington State . . . . . . . . . . . . . . . . .Compliant

Basic Clearance (using single wall pipe top vent)
Stove to side wall . . . . . . . . . . . . . . . . . . . . .16”
Stove to rear wall . . . . . . . . . . . . . . . . . . . . 6½”
Stove to corner . . . . . . . . . . . . . . . . . . . . . 8½”

For all clearance options download installation manual from www.morsona.com

A Modern Interpretation of Classic American Design.  The Morsø 7110, designed specifically to meet the needs of the North American markets offers classic design ele-
ments with a modern presentation. The single door approach incorporates a large ‘air-washed’ window for a fantastic, unobstructed view of the fire. Perfect for medium 
sized living spaces the Morsø 7110 features an external ash pan for clean and convenient ash removal, a reversible flue collar for flexible installation and rear and bottom 
heat shields come fitted as standard. The beautifully crafted side castings feature an ancient Viking Symbol, The St Johannes Shield.


